OILING UNIT

The Deep Profile Roll-forming & Decoiling Unit is used in the process of Laminating a
Deep Profile Roofing Panel and is currently available in a choice of options including a 3
Rib, 4 Rib or 5 Rib Option.

Located at the start of the Hilleng Panel &
Laminating Line the Deep Profile & Decoiling ﬁ
Unit operates by feeding a continuous length '
of Coil Steel to the Roll-forming section of the
unit where a series of ribs are roll formed into
the steel sheet. The process continues with |
the feeding of the Roll-formed sheet into the |
lead-in section of the Main Press where an
adhesive is applied to the underside skin of the =
Roll-formed steel sheet. The Core Insulating w-'
Material and underside steel skin are
laminated together to form the finished panel.

A variety of cutting systems including a
Bandsaw (optional), Twin Blade Cut Saw
(optional), 5 Position Saw (Optional) can be
used to automatically cut the laminated roof
panel to length.

The Deep Profile & Decoiling Unit may be
controlled manually via a Control Box located
at the side of the Unit or by Remote Control.
The Sheet Cut to finish the production run on
the Unit may be activated at the Main Control Console located adjacent to the Main
Press.

Accessories Options

* Profiling Bar * 3 Rib Profile

* Film Mandrel * 4 Rib Profile

* Steel Slitter * 5 Rib Profile n
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